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LCC+LGA Form Factor (118 pins)

Dimensions: 30mm x 30mm X 2.3mm

Weight: about 4.0g

Frequency Band :

— LTEFDD/LTE TDD/WCDMA/TD-SCDMA/GSM/CDMA EVDO/CDMA 1x
GNSS: GPS/Beidou/GLONASS/Galileo

Capabilities:

— ARM Cortex A7 up to 1.3 GHz with 256 kB L2 cache
— 32-bit LPDDR2 SDRAM at up to 300 MHz

— 100MBROM for user data

— 20MB RAM for user program

— 100MB RAM (Total 256MB)
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For China

— LTEFDD: B1/B3/B5/B8

— LTETDD: B38/B39/B40/B41
- WCDMA: B1/B5/B8

— TDSCDMA: B34/B39

— CDMAEVDO1X: 800M

- GSM:B3/B8
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Power Supply :

— 3.4V~ 4.2V (3.8Vis recommended)
Transmit Power:

— LTE: 23 £2.7dBm (Power Class 3)

— WCDMA: 24 +1/-3dBm (Power Class 3)
— TD-SCDMA: 24 +1/-3dBm

—  GSM900: 33+ 2dBm (Power Class 4)
— GSM1800: 30+ 2dBm (Power Class 1)
— CDMA:24 +1dBm @ All up bits
Receiving sensitivity:

—  Rxdiversity

— Exceed 3GPP standard
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LTE FDD

—  Uplink 50Mbps / Downlink 150 Mbps
TD-LTE

—  Uplink 30Mbps / Downlink 112Mbps
WCDMA

— Uplink 5.76Mbps / Downlink 42Mbps
TD-SCDMA

—  Uplink 2.2Mbps / Downlink 2.8Mbps
EDGE (Multi-slot Class 12)

— Uplink 236.8 kbps / Downlink 236.8 kbps
GPRS (Multi-slot Class 10)

—  Uplink 85.6 kbps / Downlink 85.6 kbps
CDMA2000 EVDO

— Uplink 1.8Mbps / Downlink 3.1Mbps
CDMA2000 1X

— Uplink 153.6 kbps / Downlink 153.6 kbps
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Operation temperature: -30° Cto +75° C

Extreme Operating temperature: -40° C to +85° C
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Storage temperature: -40° C to +85° C
Humidity: 5%~ 95%
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USB 2.0 x1 (High speed up to 480Mbps)
UART x5

SIM %2 (1.8/3.0V)

SPI x2

SDIO x 2 (for WiFi & SD card)

SGMII X1

12C x1

LED x2

ADC % 3(15 bits)

GPIO X 12

Antenna (RF pads for Main, Diversity and GNSS)
Reset & Power-on

WAKE-IN & WAKE-OUT
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O Support WelinkOpen

O Support Multi-APN

O Support TCP/UDP/PPP/FTP/HTTP/HTTPS/SSL/TLS/
NTP/MQTT/MMS/SMS protocols

USB Selective Suspend & Remote wakeup

Update via USB/UART/FOTA

RAS/ECM/NDIS

WeFOTA

WelinkOPEN

AT Commands according to 3GPP TS27.005, 27.007
and GOSUNCN extended AT commands
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O Support Text and PDU mode
O Point to point MO and MT
O SMS Status Report

O SMS center address setting
O Management of SMS
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GSDK development documents
I:I Drivers
—  Windows XP, Vista, 7, 8, Win CE,
Windows Mobile
— Linux 2.6.20 or above
—  Android 4.x/5.x/6.x/7.x
O Diag-log Tool
O Firmware Update Tool
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Website: www.gosuncnwelink.com
Email: welink@gosuncn.com
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